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APPROVAL  
for coating materials 

 
 
 

 
 

 
grants an approval on the basis of the inspection report 

 
submitted by (testing laboratory): IFO – Institut für Oberflächentechnik GmbH 

Coating Supplier: Axalta Coating Systems 

Place: Z.I.de la Croix Meyssant 42601 Montbrison France 
 Siemensstraße 484051 Essenbach-Altheim Germany 
 S. Varvsgatan 23 SE-593 25 Vastervik Sweden 
 Whessoe Road, DarlingtonCo Durham DL 3 0HX UK 

Approval-No.: PE-0068 

Date of issue of the approval: 15.07.2016 

Period of validity of the approval: 31.12.2020 

Base material: Hot Dip Galvanized Steel 

Coating system: HD2 

Pre-Treatment: Chemical 

Primer: ZeroZinc Antigassing Reactive 

Intermediate: --- 

Topcoat: Alesta / Teodur AP 

Topcoat UV class: 1 

Topcoat approval: All Qualicoat approved topcoats of Axalta of the same class 

Corrosivity Category: C5-H 

 
This system may be described and labelled as follows 
 

System tested an approved for the quality mark 

 
 

 
 
 
and therefore offered to all companies holding the quality label for paint, lacquer and powder 
coatings on steel for steel based materials. 
 
Zurich, 12 December 2018 
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General Secretary 
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